
Product Description 
  Waterproof (sealing) membrane/sheet for 

installation indoors.

General
  The subfl oor/wall should be strong, durable and 

free from dust, dirt and release agents.

➊   Ceramic tiles

➊  Ceramic
tiles

➌  Sealing membrane 
(overlapping at 
the seam)

➌   Sealing 
membrane 
(butt seam)

➎  Waterproofi ng 
tape/fl ashing

➏   Fluid 
applied 
sealant/
adhesive

➋ Thin-set mortar

➋ Thin-
     set-
     mortar

➍ Thin-set mortar ➍ Thin-set mortar

Sealing Membrane
Installation Instructions
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Step 1
-  Trim sealing membrane to the size of the subfl oor/

wall to be sealed/waterproofed.

Step 2 
-  Stir tile mortar (at least C2 or similar quality) 

according to manufacturer’s guidelines. Apply 
with a 5/32” x 5/32” (4 x 4 mm) tooth trowel. 

-  It is important to achieve an even mortar thickness.

Step 3 
-  Apply the waterproof/sealing membrane according 

to the job specifi cation – domestic or commercial/
public buildings - on the wall from top to the bottom 
and from the center to the edges.

Step 4: Domestic area
-  Avoid air pockets and wrinkles and make sure 

that the overlapping seams are 2 inches (5 
cm) minimum. Remove excess tile mortar at 
the edges.

Step 4: Commercial/public area
-  Install with butt seams. Avoid air pockets and 

wrinkles. Remove excess tile mortar at the edges.

-  Apply suffi cient fl uid sealant at the butt seam area 
so that a waterproof tape/fl ashing can be easily 
embedded on top of the butt seam in order to avoid 
any water/moisture penetration. 

Step 5
-  Apply tile mortar on the entire surface and start tiling. 

Step 6
-  Transitions between wall to fl oor should be 2-sided 

sealed with silicone.

The above technical data represent average values. The technical information and application instructions are based on our experience and present 
knowledge. However, it is each users own responsibility to make trials with the original substrates in order to verify the suitability of our products for the 
intended purpose, taking into consideration all application related parameters. Please contact us if you have any further questions.
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