
Product Description
  Sealing and uncoupling membrane for water-

proofi ng below ceramic tiles, and for the prevention 
of tile damages due to the shrinking of the screed/
concrete as well as tensions/movements of the 
subfl oor which is originated by heat and other 
physical reasons. 

General 
  The dry or humid subfl oor should be strong, durable 

and free from dust, dirt and release agents.

  For applying the tile mortar use a 5/32” x 5/32” 
(4 mm x 4 mm) tooth trowel.

  Avoid all air pockets and wrinkles below or inside 
the sealing products.

  Push the sealing and uncoupling membrane into 
the mortar bed.
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Installation Instructions

➎ Thin-set mortar
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Step 1  
- �Trim uncoupling membrane to the size of the floor 

being covert.

- �Prepare the floor with a suitable primer before  
applying the mortar with a 5/32” x 5/32”  
(4 mm x 4 mm) tooth trowel.

Step 2  
- �Install the uncoupling membrane in a very accurate 

way to avoid all air pockets, excessive mortar, and 
over lapping at the seam (butt seam only).

Step 3 (only needed if sealing membranes, seal-
ing/waterproofing tapes and corner pieces are being 
used).  
- �After installation of the uncoupling membrane 

sealing tapes and corner pieces are supposed to 
be installed on top of the uncoupling membrane 
according to specification.

- The floor is now uncoupled.

Step 4  
- �For waterproofing the floor all butt seams at the  

uncoupling membrane should be separately sealed 
with a sealing tape or other suitable coatings/ 
sealants.

- �Stir tile mortar (at least C2 or similar quality)  
according to manufacturer’s guide line and apply  
with a (8 mm x 8 mm) tooth trowel (depending on  
the tile size) on top of the uncoupling membrane.

- �For mosaic tiles a separate load distribution layer is 
necessary.

- �Tiling can start immediately.

Remark:  
Before the installation 
of sealing membranes, 
sealing tapes or corner 
pieces first install the 
uncoupling membrane. 
Always protect the 
uncoupling membrane 
with running boards 
before proceeding with 
the installation of other 
products.

The above technical data represent average values. The technical information and application instructions are based on our experience and present 
knowledge. However, it is each users own responsibility to make trials with the original substrates in order to verify the suitability of our products for the 
intended purpose, taking into consideration all application related parameters. Please contact us if you have any further questions.

In
st

al
la

tio
n 

In
st

ru
ct

io
ns

 U
nc

ou
pl

in
g 

M
em

br
an

e


